SR s POWER SWITCHES

SPECIFICATIONS
Rating: 6A @ 125VAC, 3A @ 250VAC (UL), 3A @

CHARACTERISTICS

e Ulira Miniature Power Switch a

- Agency approvals (applied for) 250VAC (CQC), 3A @ 250VAC -~pT85 (VDE)
- Contact Resistance: 20m Q max initial
Insulation Resistance: 100MQ min @ 500V
Temperature: Operating 0°C to + 85°C
Operating Life: 10.000 operations

MATERIALS

Base: Nylon 66 UL 94V-2 min
o A €en Actuator: PC UL 94V-2 min
Spring: Piano Wire

Contact Arm: Silver Alloy
Terminals: Silver Alloy

HOW TO ORDER
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N° OF POLES TERMINALS MARKINGS BASE COLOUR
1 SPST 0 Solder Tag 2 No Marking 1 White
3 On Off 2 Black
Y 410 9 Gray
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ELECTRICAL FUNCTION
Y ACTUATOR COLOUR
9 on - off
ACTUATOR TYPE 1 White
2 Black (std)
9 Gray
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Cutout Dimension |Panel Thickness

.535/13.67999| 0.75~1.25
.539/13. 72900 | 1.25~2.00
0.00
.543/13.8*00¢) | 2.00~2.50

v
05 s
[0.020] -
45 37
[0.177] }‘[0,146—‘]

[T0,157]
(ol
e
Q| W| >|x

Part N° shown: MR519-0F522
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